MIL-STD-2073 PACKAGING WORKSHEET

CONTRACT NUMBER: N00535-11-R-2335 CLIN: 0023
PART NUMBER / NSN: XKRO082B / 1981-01-205-8821 SALES ORDER:
ITEM DESCRIPTION: Widget Assembly
PREPARED BY: DATE:
INSPECTED/APPROVED BY: **%* SAMPLE DATA - FOR DEMONSTRATION USE ONLY *** DATE:
EXTERIOR CONTAINER DATA INSPECTION Q.A. REP CUSTOMER
QUANTITY OF CONTAINER EXTERIOR .
CONTAINERS: TYPE: PACK BY: QUALITY:
Date.
NO. LENGTH HEIGHT WIDTH EACH WEIGHT  |cuBE TAG NO. OK TO PACK:
PACKING:
EXPIRATION DATE
CURE DATE:
MS-2073 PACKAGING REQUIREMENTS CODE
HAZ PRES | C | PRES |WRAP|cusH | ¢ JuNiIT | D|INTR| U |SPEC| PACKING UNIT WHOLE 1000th
mar | QUP | 1€Q | meTH| D | mATL [ mATL [DUNN | T |eNTR] P |eNTR| ¢ |mark|A B © pACKwT | LENGTH | WIDTH DEPTH CUBE cuge | OPT
N 001 [012 | 20 |OJO2 |CA|FE |C|Dl1 |O|B2|z | 242 12345 6789 0123 4567 8901 234 M
Mil-Std 2073-1E Packaging Requirement:
N-001-012-20-0-02-CA-FE-C-D1-0-B2-Z-24-2- - -12345-6789-0123-4567-8901-234-M
*** SAMPLE DATA - FOR DEMONSTRATION USE ONLY ***
[ DO NOT USE TO PACK ]
Hazardous Material: N Item is not regulated.
Quantity Per Unit Package: 001 1 per unit package.
Intermed. Container Qty: 012 12 unit packs per intermediate container.
Method of Preservation: 20 Preservative coating only (with
greaseproof wrap, as required)
Clean and Dry: 0 No requirement.
Preservative Material: 02 MIL-PRF-16173, Grade 2 corrosion
preventive, solvent cutback, cold
application, soft film.
Wrapping Material: CA A-A-203, kraft wrapping paper
Cushioning & Dunnage: FE PPP-C-1120, Type II, Class A,
medium soft density, water resistant
bound fiber
Cushioning Thickness: C 3/4 inch thick.
Unit Container: D1 PPP-B-566 or PPP-B-676, folding or
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setup box

Degree of Protection: 0 No requirement

Intermediate Container: B2 MIL-DTL-117, Type II, Class C, Style 3,
heavy duty, waterproof, greaseproof,
one side opaque and other side
transparent bag

Unit Container Level: Z Unit container requires special
consideration (air only, inside
storage only, etc.).

Special Markings: 24 Open for inspection or use only

Level A Packing: 2 Packing shall be accomplished using
cleated-plywood boxes, overseas type,
conforming to ASTM-D6251, Type III,
Class 2 or nailed wood boxes conforming
to ASTM-D6880, Class 2, heavy duty.

Level B Packing

Level C Packing

Unit Pkg Weight (pounds): 12345 1234.5 pounds.

Unit Pkg Length (inches): 6789 678.9 inches.

Unit Pkg Width (inches): 0123 12.3 inches.

Unit Pkg Depth (inches): 4567 456.7 inches.

Unit Pkg Cube (cu-£ft) : 8901 891 cubic feet.

Unit Pkg 1000th (cu-ft): 234 0.234 cubic feet.

Option: M All packaging data is mandatory for

compliance and no substitutions are
permitted. Fast packs should be included
in this category.

Mil-Stds: MS-2073-1E (CN1l) [2011Jan0

SUPPLEMENTAL DATA

Supplemental Data Section

This section can be used to record whatever data is relevant to the item
being packaged or shipped. There are no length restrictions.
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Some users find it handy to put detailed packaging instructions in this
section to help interpret or supplement the military standard langauge. Other
uses include information about packaging materials.
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